
Power Steering Gearbox

Removal

Note these items during removal:

• Using solvent and a brush, wash any oil and dirt off

the valve body unit its lines, and the end if the gear-

box. Blow dry with compressed air.

• Be sure to remove the steering wheel before discon-

necting the steering joint. Damage to the cable reel

can occur.

• With 4WD, tilt the engine with a jack to expand the

clearance between the transfer assembly and rear

beam when removing the steering gearbox from the

rear beam.

Do not remove the steering gearbox by removing the

transfer assembly from the transmission.

1. Drain the power steering fluid as described on page

17-15.

2. Raise the vehicle, and support it on safety stands in

the proper locations (see section 1).

3. Remove the front wheels.

4. Remove the driver's airbag assembly (see section 24).

5. Remove the steering wheel (see page 17-18).

6. Remove the steering joint bolts, then disconnect the

steering joint by moving the joint toward the column.

UPPER JOINT BOLT

STEERING JOINT
LOWER JOINT BOLT

7. Remove the cotter pin from the nut, and remove the

castle nut ('97 - 98 models) or hex nut ('99 - 01

models).

BALL JOINT REMOVER,

28 mm

07MAC - SL00200

HEX NUT

('99 - 01 models)

COTTER PIN

Replace.

CASTLE NUT

('97 - 98 models)

COTTER PIN

Replace.

8. Install the 10 mm hex nut on the ball joint. Be sure

that the 10 rnm hex nut is flush with the ball joint

pin end, or the threaded section of the ball joint pin

might be damaged by the special tool. Refer to sec-

tion 18 for ball joint remover usage instruction. Be

careful not to damaging the ball joint boot.

9. Separate the tie-rod ball joint and knuckle using the

special tool.

10. Remove the right and left tie-rod ends, then extend

the rack all the way to the right.

11. Remove the TWC (see section 9).

12. Disconnect the shift linkage from the transmission

(M/T: see section 13, A/T: see section 14).

13. With 4WD, separate the propeller shaft and transfer

assembly (see section 16).



Power Steering Gearbox

Removal (cont'd)

14. Loosen the 14 mm flare nut, and disconnect the

pump outlet hose.

ADJUSTABLE HOSE CLAMP

RETURN HOSE
RETURN HOSE JOINT:
16 mm FLARE NUT

PUMP OUTLET HOSE

14 mm FLARE NUT

15. Loosen the adjustable hose clamp and disconnect

the return hose.

16. Loosen the 16 mm flare nut, and remove the return

hose joint.

17. After disconnecting the hoses and lines, plug or seal

them with a piece of tape or equivalent to prevent

foreign materials from entering the valve body unit.

NOTE:

• Do not loosen the cylinder line A and B between

the valve body unit and cylinder.

• With 2WD, continue to step 23.

4WD: Steps 18-22

18. Remove the right front mount, then apply vinyl tape

to the side frame to protect it from the transmission

cover and stop bolt.

12 x 1.25 mm

Replace. 10 x 1.25 mm

STOP BOLT

RIGHT FRONT MOUNT

Vinyl tape or
equivalent material.

SIDE FRAME

19. Remove the left front mount, then apply vinyl tape

to the side frame to protect it from the stop bolt.

LEFT FRONT MOUNT
12 x 1.25 mm

Replace.

SIDE FRAME

Vinyl tape or
equivalent material.

10 x 1.25 mm

STOP BOLT



20. Remove the rear mount bracket and rear mount.

REAR MOUNT

12 x 1.25 mm

Replace.

10 x 1.25 mm

REAR MOUNT BRACKET 12 x 1.25 mm

Replace.

14 x 1.5 mm

Replace.

21. Place a jack under the engine block in the area

shown.

ENGINE BLOCK

JACK-UP POINT

22. Jack up the engine and tilt the engine back until the

transfer assembly is lowered approximately 40 mm

(1.57 in).

Note these items when tilting the engine:

• Check that the wire harnesses, hoses and pipes

are not caught by any surrounding parts.

• Do not tilt the engine more than necessary.

Lower approximately
40 mm (1.57 in)

TRANSFER ASSEMBLY

23. Remove the stiffener plate.

NOTE: Some stiffener plate mounting bolts are also

used as gearbox mounting bolts. The gearbox will

tilt to the side when these bolts are removed.

STIFFENER PLATE



Power Steering Gearbox

Removal (cont'd)

24. Remove the mounting brackets.

MOUNTING BRACKETS

25. Move the steering gearbox to the right so the left

rack end clears the rear beam, then place the left

rack end below the rear beam.

STEERING GEARBOX

26. Move the steering gearbox to the left, and tilt the

left side down to remove it.

With 4WD, remove the steering gearbox through

the clearance between the transfer assembly and

propeller shaft.


