
A/C Compressor 

When A/C compressor (19703) is inoperative due to internal causes, clean the refrigerant system by flushing or filtering to remove any debris or contaminants and prevent damage to 
the replacement A/C compressor . For additional information, refer to Section 12-00.  

NOTE: Replacement of the suction accumulator/drier is not required when repairing the air conditioning system except when there is physical evidence of system 
contamination from a failed A/C compressor or damage to the suction accumulator/drier.  

The A/C evaporator core orifice (19D990) should be replaced whenever the A/C compressor is replaced for lack of performance or when there is debris in the system.  

3.0L (2V) Engine 

Removal 

1. Disconnect battery ground cable (14301) . For additional information, refer to Section 14-01. 

2. Disconnect wire connector from RH cooling fan motor. 

3. Loosen retaining bolt and remove RH cooling fan motor from vehicle. 

4. Remove A/C manifold and tube (19D734) as described. 

5. Loosen the idler pulley to remove the tension from the drive belt (8620) . Remove the drive belt from the A/C clutch pulley (2E884) . 

6. Disconnect A/C compressor-A/C clutch wire at A/C compressor clutch field coil connector on the A/C compressor . 

7. Disengage A/C clutch wire harness retainer from wiring bracket (14536) on A/C compressor and position aside. 

 
 

 
 

8. Remove four A/C compressor retaining bolts and wiring bracket . 

9. Remove A/C compressor from vehicle. 

 
 

 
 
 

Installation  

1. NOTE: A new service replacement A/C compressor is shipped without compressor oil. 

Section 12-03A: Air Conditioning System — Manual A/C-Heater 1998 Taurus/Sable Workshop Manual 
REMOVAL AND INSTALLATION Procedure revision date: 09/19/2002

Item Part Number Description
1 19703 A/C Compressor 

2 14536 Wiring Bracket 

3 N807273-S2 Bolt (2 Req'd) 

4 N806699-S36 Bolt (2 Req'd) 

5 2882 A/C Compressor Mounting Bracket 

A — Tighten to 26-38 Nm (20-28 Lb-Ft) 
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Service the replacement A/C compressor with the correct amount of clean PAG Refrigerant Compressor Oil (R-134a Systems) F7AZ-19589-DA (Motorcraft YN-12-C) or 
equivalent meeting Ford specification WSH-M1C231-B as described. 

2. Install A/C compressor onto A/C compressor mounting bracket (2882) with four bolts and wiring bracket .  

3. Connect A/C clutch wire harness connector and secure harness to wiring bracket . 

4. Install the drive belt on the A/C clutch pulley . For additional information, refer to Section 03-05. 

5. Install RH cooling fan motor. Tighten retaining bolt to 8-12 Nm (71-106 lb-in). 

6. Connect wire harness connector to RH cooling fan motor. 

7. NOTE: When replacing an A/C compressor , use original manifold bolt from removed A/C compressor to attach A/C manifold and tube to new A/C compressor . Do 
not use the shipping cap bolts.  

Install A/C manifold and tube as described. 

8. Connect battery ground cable . For additional information, refer to Section 14-01.  

9. Evacuate, leak test, and charge the system. For additional information, refer to Section 12-00. 

  

3.0L (4V) Engine 

Removal 

1. Recover the refrigerant. For additional information, refer to Section 12-00. 

2. Drain the engine coolant. For additional information, refer to Section 03-03. 

3. Remove both cooling fans. For additional information, refer to Section 03-03. 

4. Remove the drive belt from the A/C compressor pulley. 

5. Raise the vehicle. For additional information, refer to Section 00-02. 

 
 
A/C Compressor Removal—3.0L (4V) 
 
 

 
 

6. Disconnect the compressor manifold and tube at the condenser core. Discard the O-ring seal. 

7. Detach and disconnect the heated oxygen sensor electrical connector. 

8. Disconnect the pressure cutoff switch electrical connector. 

9. Lower the vehicle. 

10. Remove the water pump hose and tube assembly. 

11. Remove the water bypass tube. 

12. Detach the wiring harness from the compressor manifold and tube assembly. 

13. Disconnect the compressor manifold and tube assembly from the A/C compressor. Discard the O-ring seals. 

14. Disconnect the compressor manifold and tube assembly suction hose spring lock coupling. Discard the O-ring seals. 

15. Disconnect the A/C clutch field coil electrical connector. 

16. Remove the four bolts and the A/C compressor. 

Installation 

1. Lubricate the refrigerant system with the correct amount of clean PAG oil. For additional information, refer to Section 12-00.
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A/C Compressor Installation — 3.0L (4V) 
 
 

 
 

2. Install the A/C compressor. 

3. Connect the field coil electrical connector. 

4. Install new O-ring seals and connect the compressor manifold and tube suction hose spring lock coupling. 

5. Install new O-ring seals and connect the compressor manifold and tube to the A/C compressor. 

6. Attach the wiring harness at the compressor manifold and tube assembly. 

7. Install the water bypass tube. 

8. Install the water pump hose and tube assembly. 

9. Raise the vehicle. 

10. Connect the pressure cutoff switch electrical connector. 

11. Connect and attach the heated oxygen sensor electrical connector. 

12. Install a new O-ring seal and connect the compressor manifold and tube assembly to the condenser core. 

13. Lower the vehicle. 

14. Install the drive belt on the A/C compressor pulley. 

15. Install both cooling fans. For additional information, refer to Section 03-03. 

16. Fill the engine coolant. For additional information, refer to Section 03-03. 

17. Evacuate, leak test and charge the refrigerant system. For additional information, refer to Section 12-00. 

3.4L (4V) Engine 

Removal 

1. Disconnect battery ground cable . For additional information, refer to Section 14-01. 

2. Discharge A/C system. For additional information, refer to System Discharging and Recovery in Section 12-00. 

3. Disconnect connector and harness from fan assembly. 

4. Remove bolt retaining fan assembly and position aside. 

5. Raise vehicle.  

6. Remove the drive belt from the A/C clutch pulley .  

7. Disconnect the A/C compressor-A/C clutch wire at the A/C compressor clutch field coil connector on the A/C compressor . 

8. Lower vehicle.  

9. Remove A/C manifold and tube as described. Cap the manifold to prevent dirt and excessive moisture from entering. 

10. Remove two bolts and wiring bracket from compressor retaining bolts. 

11. Remove three compressor retaining bolts. 

12. Remove A/C compressor from vehicle. 
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Installation 

1. NOTE: A new service replacement A/C compressor is shipped without compressor oil.  

Service the replacement A/C compressor with the correct amount of clean PAG Refrigerant Compressor Oil (R-134a Systems) F7AZ-19589-DA (Motorcraft YN-12-C) or 
equivalent meeting Ford specification WSH-M1C231-B. For additional information, refer to Section 12-00. 

2. Position A/C compressor onto engine and install three compressor retaining bolts. 

3. Position wiring bracket onto compressor retaining bolts and install two retaining nuts. 

4. Lubricate new O-ring seals with clean refrigerant oil and position them in O-ring seal grooves of A/C manifold and tube . 

5. Apply Pipe Sealant with Teflon® D8AZ-19554-A or equivalent meeting Ford specification ESR-M18P7-A to threads of manifold retaining bolt. 

6. NOTE: When replacing an A/C compressor , use original manifold bolt from removed A/C compressor to attach A/C manifold and tube . Do not use the shipping cap 
bolt.  

Position A/C manifold and tube with O-ring seals onto A/C compressor . Install retaining bolt and tighten to 17-23 Nm (13-16 lb-ft). 

7. Connect A/C clutch wire harness connector. 

8. Install the drive belt on the A/C clutch pulley and adjust. For additional information, refer to Section 03-05. 

9. Install cooling fan assembly. For additional information, refer to Section 03-03.  

10. Evacuate, leak test, and charge the system. For additional information, refer to the Section 12-00. 

   

   

   

   

   

   

   

   

   

    

Item Part Number Description
1 6010 Cylinder Block 

2 19703 A/C Compressor 

3 95817-08110 Bolt 

4 A4272 Wiring Bracket 

5 90105-08223 Bolt 

A — Tighten to 23-37 Nm (17-27 Lb-Ft) 
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